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Healthcare Scanners

Easy to Clean
	 Wipe down with a variety of  
	 solutions common to healthcare*  

Robust Battery Life
Battery operation up to 28 hours  
allows the user to work a full day 

Mobile Scanning
	 Lightweight design, easy-to-grip 
	 handle and wireless Bluetooth  
	 connectivity

SCANNING FOR HEALTHCARE 
AND PHARMACEUTICAL 
ENVIRONMENTS

AT27Q
with High-Performance Bluetooth®

*Visit DENSO-adc.com for a list of recommended cleaning solutions.
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Bluetooth Adapter
BA20-RU: USB and Serial communica-
tion accessory, for ease of deployment/
enhanced efficiency (not required)

Charging Cradle
CH-AT10L cradle conveniently charges 
the scanner battery and includes a 
compartment for the BA20 adapter

Tough and Reliable
Shock-absorbing construction with IP54 
dust-and water-resistance perfect for 
medical needs

A Trusted Solution for 
Medical Professionals

Easily and accurately scan 1D and 2D 
codes on patient bracelets, medical 
files, pill bottles and more. Ideal for a 
variety of healthcare and pharmaceu-
tical spaces.

Software
• Keyboard interface software (QR_kbif )
• Scanner Setting 2D
• BA Setting
• SQRC® Setting -read next generation 
QR codes with hidden and encrypted 
secondary layers of secured data

Scanner Specifications

Model Number AT27Q-SB 

Communication Interface Bluetooth Ver. 2.1 + EDR based class 2

Scanner

Method Area Sensor

Readable 2D Codes QR Code, Micro QR Code, SQRC, iQR, DataMatrix (ECC200), PDF417, 
MicroPDF417, Maxi code, Aztec, GS1 DataBar Composite (EAN.UCC 
Composite)

Readable 1D Barcodes EAN-13/8 (JAN-13/8), UPC-A/E, UPC/EAN (with add-on), Interleaved  
2 of 5 (ITF), Standard 2 of 5 (STF), CODABAR (NW-7), CODE39, CODE93, 
CODE128, GS1-128 (EAN-128), GS1 DataBar (RSS)

Minimum resolution 2D 
Codes

0.167mm

Minimum resolution 1D 
Barcodes

0.125mm

Marker Area Guide

Angle ±50°

Skew Angle 360°

Image Capture BMP, JPEG, thumbnail view

Scanning Confirmation LED Light (blue, green and red) and Sound (three-level volume and  
tone control)

Power

Source / Operating Time Exclusive Battery (SB-10L) / 28 hours*

Operating Environment

IP Rating IP54 (Dust- protected, water-splashed protected)

Temperature Range -5° to 50°C

Humidity 10 to 90% RH (non-condensing)

Illumination 0 to 10,000 lx (fluorescent lamp in daytime)

Drop Test (1) 1.8m height to a concrete floor on each of 6 sides

Physical Characteristics

Weight Approx. 200g

*Lasts up to 28 hours with one reading pass over a 5s period. All specifications subject to change without notice.


